Republic of the Philippines

La Trinidad, Benguet

BENGUET STATE UNIVERSITY

PURCHASE ORDER

P.O No.: 2023-07-IG1 - /¥ 2

Please furnish this Office the following articles subject to the terms and conditions contained herein:

Supplier: TECH STREAMS ENTERPRISE

Address: La Trinidad, Benguet Date: s A £ 991
Mode of Pfothrement:

TIN: Public Bidding
PR No.:2023-02-122;125

Gentlemen:

Place of SPMO/CHK Delivery Term: FOB DESTINATION
Date of Delivery: 75 calendar days upon receipt of NTP/PO Payment Term: Within 30 days
Item |Swck/Property 2 .
i S5 Unit Descrition QTy Unit Cost Amount End-user

TRINIDAD CAMPUS.

PROJECT IB NO. 2023-16: PROCUREMENT OF VARIOUS INFORMATION TECHNOLOGY (IT) SUPPLIES EQUIPMENT AND FOR BENGUET STATE UNIVERSITY- LA

LoT

Supply and Delivery of LED Wall for CHK

1 587,000.00 597,000.00

CHK

DETAILS:

P3.91RGB Kinglight indoor LED Wall Display
{20 Panels) with accessories, mobilization,
engineering installation, cabling, testing,
training and other services

1 unit Video Processor

Spare parts:

3 pcs LED Modules

1pc Power Supply

1pc. Receiving Cards

*Guaranteed 1 to 3 hours response time ONSITE
for assistance and maintenance

P3.91RGB KINGLIGHT Indoor LED Wall Display

Width(m) Height(m) Area(m)
Required Size: 2.500 x 2.000x 5.00
Actual Size: 2.500 x2.000 x5.00
Cabinet Size: 0.500x 0.500x 0.25
Q'ty of LED tile : Width: 5 pcs; Height: 4pcs ; Total
: 20pcs ; Q'ty of LED screen - 1 unit

-

LED Wall (Indoor) Specification

Module Specs: Model P3.91 ; Size :250%x250mm
Pixel Pitch:3.91mm ; Configuration:
R1G1B;Resolution(physical): 64x64dots

o)

Panel Specs :

Die-case Aluminum Cabinet

Size: 500x500mm;Net Weight (kg): 8.00;
Avg.Power consumption(W/nf) 400W/sgm
;Max_Power consumption(W/n):800W/sqm ;
Resolution(physical): 128 x 128dots

(2]

Screen Specification

NO. : Specifications . Parameters

1 Led encapsulation : SMD2121 King light

2 Screen dimension (Reality): 250w X 200Hcm
3 Screen resolution(Reality): 640W x
512H=327,680dots

4 Number of cabinet : 5Wx 4H=20pcs

5 Weight : 8 KG/Cabinet

6 Brightness: 21000cd/sgm

7 Recommended view distance: 4 - 50m

8 Driving method constant current driving : 1/16
scan

9 Grey scale :16bits

10 IP Level: IP30

11 Life time: >100,000 Hours

12 Refresh frequency: 21920Hz

13 Electrical Parameter Power consumption: Max.:
400W/m Ave: 260W/m

14 Operating Environment :Temperature: -
10°C~60°C; Humidity: 10%~90%

15 Video input{w/video processor): DVI, HDMI,
PAL/NTSC/SECAM;S-Video;VGA;Composite elc.
16 Interface: Standard Ethernet

17 Input voltage (AC): 220~240V/AC(+10%) or
110V /AC

18 Transmission distance :Sychronous system:
Basic intemet cable <100m, Asychronous System:
<300m, ( Fiber Optional)
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Description

Features: 1). Control range: 2.3 million pixels,
widest 3840, highest 1920.

2). Seamiess switching of any channel.

3). 5 channels digital and analog video input, USB
playing video and picture files directly;

4). Audio input and output.

5). Integrated the function of sending card and 4
Gigabit Network output.

6). Key lock.

7). Preset saving and calling of scenarios, support
saving 7 user templates.

8). With Wi-Fi module, mobile APP wireless control.

SPECIFICATIONS:

1PC

USB2.0 input interface

Support insert U disk to play video, picture

Video file formats: mp4, avi, mpg, mkv, mov, vob
1 |USB Input and rmvb.

Video encoding: MPEG4 (MP4), MPEG_SD/HD,
H.264 (AVI, MKV), FLV.

Image file formats: jpg, jpeg, png and bmp

Interface form: DVI-I socket

Signal standard: DVI1.0

Resolution: VESA standard, PC to 1920x1200, HD
to 1080p

1 HDMI Input

Signal standard: PAL/INTSC 1Vpp+3db (0.7V
1 |CVBS Input |Video+0.3v Sync ) 75 ohm
Resolution: 480i,576i

Interface form: DVI-I socket
Signal standard: DVI1.0
1 I
DVHInptt ot VESA standan, PG to 192051200, HD
to 10800

Signal standard: R, G, B, Hsync, Vsync: 0 to1Vpp+
3dB (0.7V Video+0.3v Sync)
75 ohm black level: 300mV Sync-tip: OV

q Vi
GAINPUL o esolution: VESA Standard, <1920%1080p@60Hz

Power AC input interface 100-240V, 50/60Hz

1 |Audio In Input x1, 3.5mm audio port

Gigabit Ethemnet port

Transmission speed 1Gbps, used for cascading

2 [LAN output |receiving cards, transmitting RGB data stream.
One Gigabit Ethernet port support loading capacity
655,360 pixels

{ieoitra Enord Gigabit Ethernet port
P Transmission speed 1Gbps, used for cascading
GIGABIT Ss 2o
1 Swi receiving cards, transmitting RGB data stream.
witch for x . . N
LAN output One Gigabit Ethernet port support loading capacity
655,360 pixels

TRS 3.5mm dual channel audio output port
1 |AUDIO OUT |Connect audio power amplifier for high-power audio
external amplifier

1 USB-B Connect to the PC, used for debug LED controller

Connect to Wi-Fi antenna to enhance wireless

1 |Wi-Fi Sl

JOCXXXKX

TOTAL 597,000.00

(Total Amount in Words) |Five Hundred Ninety- Seven Thousand Pesos Only

In case of failure to make the full delivery within time specified above, a penalty of one-tenth (1/1 0) of one percent for every day of delay shall be
imposed on the undelivered item/s.

Conforme: Very truly yours,
— ;
JONATHAN D. CALANTAS ELIPE SA G COMILA
Signature gver Printed Name of Supplier President
¢/a 3525
777 Date
Fund Cluster: - ORS/BURS No.._ =2 Ty - &7} - ?Q:'lrm
Funds Available: Date of the ORS/BURS: JUL 1 n [GLE
Amount; x 2Ty YR v
IMELDA B. NATO S
Accountant
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